MULTI-SPLIT

3-unit Multi-split Combination Table-cooling/Heating

3-unit Multi-split cooling
ooling Operation

Combination of Cooling Capacity

Seasonal Data

3-unit Multi-split heating

Combination of Heating Capacity

AOYG18KBTA3

Heating Operation

Input Power
Max. (Min. - Max.)

Seasonal Data

Input Power
AOYGIBKBIAS Indoor Units Total Capacity (Min. - Max
W

7 7 - 2.00 2.00 - 4.00 (1.8-5.0) 0.86 (0.35-1.35) 4.65 4.0 8.3 At+

7 9 - 2.00 2.50 - 4.50 (1.8-5.7) 1.03 (0.35-1.54) 4.36 4.5 8.2 A++

7 12 - 1.99 3.41 - 5.40 (1.8-6.8) 1.41 (0.35-1.85) 3.83 5.4 8.0 At+

7 14 - 1.80 3.60 - 5.40 (1.8-7.0) 1.41 (0.35-1.90) 3.83 5.4 8.0 A+

i i 9 9 - 2.50 2.50 - 5.00 (1.8-6.4) 1.23 (0.35-1.74) 4.06 5.0 8.1 A+t
2-unit connection

9 12 - 2.31 3.09 - 5.40 (1.8-7.0) 1.41 (0.35-1.90) 3.83 5.4 8.0 A+

9 14 - 2n 3.29 - 5.40 (1.8-7.0) 1.41 (0.35-1.90) 3.83 5.4 8.0 At+

12 12 - 2.70 2.70 - 5.40 (1.8-7.0) 1.41 (0.35-1.90) 3.83 5.4 8.0 A+

12 14 - 2.49 2.91 - 5.40 (1.8-7.0) 1.41 (0.35-1.90) 3.83 5.4 8.0 At+

14 14 - 2.70 2.70 - 5.40 (1.8-7.0) 1.41 (0.35-1.90) 3.83 5.4 8.0 At+

7 7 7 1.80 1.80 1.80 5.40 (1.8-7.0) 1.13 (0.35-1.90) 478 5.4 8.6 A+++

7 7 9 1.64 1.64 212 5.40 (1.8-7.0) 113 (0.35-1.90) 4.78 5.4 8.6 Attt

7 7 12 1.45 1.45 2.50 5.40 (1.8-7.0) 1.13(0.35-1.90) 478 5.4 8.6 A+++

7 7 14 1.35 1.35 2.70 5.40 (1.8-7.0) 1.13(0.35-1.90) 478 5.4 8.6 Attt

3-unit connection 7 9 9 1.52 1.94 1.94 5.40 (1.8-7.0) 1.13(0.35-1.90) 4.78 5.4 8.6 Attt

7 9 12 1.35 1.74 2.31 5.40 (1.8-7.0) 1.13 (0.35-1.90) 478 5.4 8.6 Attt

7 9 14 1.26 1.62 2.52 5.40(1.8-7.0) 1.13(0.35-1.90) 478 5.4 8.6 A+

9 9 9 1.80 1.80 1.80 5.40 (1.8-7.0) 1.13 (0.35-1.90) 4.78 5.4 8.6 A+t

9 9 12 1.62 1.62 2.16 5.40(1.8-7.0) 1.13 (0.35-1.90) 4.78 5.4 8.6 Attt

Cooling Operation
Combination of Cooling Capacit Input Power Seasonal Data
AOYGIKETAS Indoor Units ﬂ
efficiency

7 2.00 2.00 - 4.00 (1.8-5.0) 0.86 (0.35-1.35) 4.65 4.0 8.3 A+t

7 9 - 2.00 2.50 - 4.50 (1.8-5.7) 1.03 (0.35-1.54) 4.36 4.5 8.2 At+

7 12 - 2.00 3.50 - 5.50 (1.8-6.8) 1.46 (0.35-1.85) 377 5.5 8.0 A+t

7 14 - 2.00 4.00 - 6.00 (1.8-7.5) 1.73 (0.35-2.20) 3.48 6.0 7.6 At+

7 18 - 1.90 4.90 - 6.80 (1.8-8.5) 2.26 (0.35-2.65) 3.01 6.8 6.9 A+

9 9 - 2.50 2.50 - 5.00 (1.8-6.4) 1.23 (0.35-1.74) 4.06 5.0 8.1 At+

9 12 - 2.50 3.50 - 6.00 (1.8-7.5) 1.73 (0.35-2.20) 3.48 6.0 76 A+
2-unit connection

9 14 - 2.50 4.00 - 6.50 (1.8-8.2) 2.04(0.35-2.46) 319 6.5 7.2 At+

9 18 - 2.27 4.53 - 6.80 (1.8-8.5) 2.26 (0.35-2.65) 3.01 6.8 6.9 At+

12 12 - 3.40 3.40 - 6.80 (1.8-8.5) 2.26(0.35-2.65) 3.01 6.8 6.9 A++

12 14 - 314 3.66 - 6.80 (1.8-8.5) 2.26 (0.35-2.65) 3.01 6.8 6.9 A+t

12 18 - 272 4.08 - 6.80 (1.8-8.5) 2.26 (0.35-2.65) 3.01 6.8 6.9 A+t

14 14 - 3.40 3.40 - 6.80 (1.8-8.5) 2.26 (0.35-2.65) 3.01 6.8 6.9 At+

14 18 - 2.98 3.82 - 6.80 (1.8-8.5) 2.26 (0.35-2.65) 3.01 6.8 6.9 A+t

7 7 7 2.00 2.00 2.00 6.00 (1.8-7.5) 1.37 (0.35-2.20) 437 6.0 8.6 A+t

7 7 9 2.00 2.00 2.50 6.50 (1.8-8.2) 1.59 (0.35-2.46) 4.08 6.5 8.5 Attt

7 7 12 1.83 1.83 314 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 A+t

7 7 14 1.70 1.70 3.40 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 Attt

7 7 18 1.49 1.49 3.82 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 A+t

7 9 9 1.90 2.45 2.45 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 Attt

7 9 12 1.70 219 291 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 A+++

7 9 14 1.59 2.04 3.7 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 Attt

7 9 18 1.40 1.80 3.60 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 Attt

3-unit connection 7 12 12 1.54 2.63 2.63 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 A+t

7 12 14 1.44 2.47 2.89 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 Attt

7 14 14 1.36 2.72 272 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 A+t

9 9 ¢ 2.27 2.27 2.27 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 Attt

9 9 12 2.04 2.04 272 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 Attt

9 9 14 1.91 1.91 2.98 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 Attt

9 9 18 1.70 1.70 3.40 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 Attt

9 12 12 1.86 2.47 2.47 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 A+t

9 12 14 1.75 233 272 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 Attt

12 12 12 2.27 2.27 2.27 6.80 (1.8-8.5) 1.74 (0.35-2.65) 3.90 6.8 8.5 A+t

Notes: +7: 7000 Btu/h/9: 9000 Btu/h/12: 12000 Btu/h/14: 14000 Btu/h/18: 18000 Btu/h models
+The above specifications apply when connected with a wall-mounted unit.
«2 or more indoor units should be connected.
+Cooling capacity is determined based on 27°CDB/19°CWB (indoor temperature) and 35°CDB (outdoor temperature).
+Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)
«Total capacity of indoor units connected must be between 4.0 kW and 10.5 kW.
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7 7 - 2.40 2.40 - 4.80 (2.0-5.6) 1.00 (0.25-1.30) 4.80 4.0 4.2 A+

7 9 - 2.40 3.00 - 5.40 (2.0-6.4) 1.21(0.25-1.48) 445 4.0 4.2 A+

7 12 - 2.40 4.20 6.60 (2.0-7.6) 1.66 (0.25-1.76) 3.98 5.0 4.0 A+

7 14 - 2.27 453 - 6.80 (2.0-8.0) 1.77 (0.25-1.85) 3.84 5.0 4.0 A+

i . 9 9 - 3.00 3.00 6.00 (2.0-7.2) 1.44 (0.25-1.67) 417 4.5 4.1 A+
2-unit connection

9 12 - 291 3.89 - 6.80 (2.0-8.0) 1.77 (0.25-1.85) 3.84 5.0 4.0 A+

9 14 - 2.66 414 - 6.80 (2.0-8.0) 1.77 (0.25-1.85) 3.84 5.0 4.0 A+

12 12 - 3.40 3.40 - 6.80 (2.0-8.0) 1.77 (0.25-1.85) 3.84 5.0 4.0 A+

12 14 - 3.4 3.66 - 6.80 (2.0-8.0) 1.77 (0.25-1.85) 3.84 5.0 4.0 A+

14 14 - 3.40 3.40 - 6.80 (2.0-8.0) 1.77 (0.25-1.85) 3.84 5.0 4.0 A+

7 7 7 2.27 2.27 2.27 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 4.7 A+t

7 7 9 2.07 2.07 2.66 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 4.7 At+

7 7 12 1.83 1.83 314 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 4.7 A++

7 7 14 1.70 1.70 3.40 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 4.7 At++

3-unit connection 7 9 9 1.90 2.45 2.45 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 4.7 A+t

7 9 12 1.70 2.19 29 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 4.7 A++

7 9 14 1.59 2.04 317 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 4.7 A+t

9 9 9 2.27 2.27 2.27 6.80 (2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 4.7 A++

9 9 12 2.04 2.04 2.72 6.80(2.0-8.0) 1.39 (0.25-1.85) 4.89 5.0 4.7 A+t

Heating Opera

Combination of Heating Capacit Input Power Seasonal Data
AOYG24KBTA3 Indoor Units Total Capacity (M| (M?n Max.) cop

7 7 - 2.40 2.40 - 4.80 (2.0-5.6) 1.00 (0.25-1.30) 4.80 4.0 4.2 A+

7 9 - 2.40 3.00 5.40 (2.0-6.4) 1.21(0.25-1.48) 4.45 4.0 4.2 A+

7 12 - 2.40 4.20 - 6.60 (2.0-7.6) 1.66 (0.25-1.76) 3.98 5.0 4.0 A+

7 14 - 2.40 4.80 7.20 (2.0-8.4) 1.86 (0.25-2.07) 3.87 5.4 4.0 A+

7 18 - 216 5.54 - 7.70 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

9 9 - 3.00 3.00 - 6.00 (2.0-7.2) 1.44 (0.25-1.67) 417 4.5 4.1 A+

. 9 12 - 3.00 4.20 - 7.20 (2.0-8.4) 1.86 (0.25-2.07) 3.87 5.4 4.0 A+

2-unit connection

9 14 - 2.96 474 - 7.70 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

9 18 - 2.57 513 7.70 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

12 12 - 3.85 3.85 - 7.70 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

12 14 - 3.55 415 7.70 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

12 18 - 3.08 4.62 - 7.70 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

14 14 - 3.85 3.85 - 7.70 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

14 18 - 337 4.33 - 7.70 (2.0-9.2) 2.01(0.25-2.35) 3.83 5.8 4.0 A+

7 7 7 2.40 2.40 2.40 7.20 (2.0-8.4) 1.61(0.25-2.07) 4.48 5.4 4.7 At+

7 7 9 2.40 2.40 3.00 7.80(2.0-9.2) 1.76 (0.25-2.35) 4.42 5.8 4.6 At+

7 7 12 215 215 3.70 8.00 (2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 A++

7 7 14 2.00 2.00 4.00 8.00(2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 At+

7 7 18 175 175 4.50 8.00(2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 A++

7 9 9 2.24 2.88 2.88 8.00(2.0-9.2) 1.82(0.25-2.35) 4.40 6.0 4.6 At+

7 9 12 2.00 2,57 3.43 8.00(2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 At+

7 9 14 1.87 2.40 373 8.00(2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 At+

7 9 18 1.65 212 4.23 8.00(2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 At+

3-unit connection 7 12 12 1.80 3.10 3.10 8.00(2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 At+
7 12 14 1.70 291 3.39 8.00(2.0-9.2) 1.82(0.25-2.35) 4.40 6.0 4.6 A+t

7 14 14 1.60 3.20 3.20 8.00(2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 At+

9 9 ? 2.67 2.67 2.67 8.00(2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 At+

9 9 12 2.40 2.40 3.20 8.00(2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 At+

9 9 14 2.25 2.25 3.50 8.00(2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 A++

9 9 18 2.00 2.00 4.00 8.00(2.0-9.2) 1.82(0.25-2.35) 4.40 6.0 4.6 At+

9 12 12 218 291 291 8.00(2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 46 At+

9 12 14 2.06 2.74 3.20 8.00(2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 At+

12 12 12 2.67 2.67 2.67 8.00(2.0-9.2) 1.82 (0.25-2.35) 4.40 6.0 4.6 At+

Notes: +7: 7000 Btu/h/9: 9000 Btu/h/12: 12000 Btu/h/14: 14000 Btu/h/18: 18000 Btu/h models
«The above specifications apply when connected with a wall-mounted unit.
2 or more indoor units should be connected.

+Heating capacity is determined based on 20°CDB (indoor temperature) and 7°CDB/6°CWB (outdoor temperature).

«Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)
«Total capacity of indoor units connected must be between 4.0 kW and 10.5 kW.
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